
For office locations visit www.lpalighting.com

The information presented in this document is for information purposes only and does not constitute any 
obligation on our part. We reserved the right to make technical and design changes at any time and without notice. 

HADIS DS-A127
The Hadis is a contemporary surface mounted downlight perfect 
for commercial and retail environments. Ideal for high ceilings 
and precise illumination to highlight key design spaces. Its 
cylindrical construction with inbuilt driver offers a range of beam 
angles to ensure this is an excellent choice for a full range of 
applications. Available with white, black, silver and  
gold reflectors. 
 
Available in surface mounted and pendant format. Other options 
include CCT colour and body colour. 

Model Source Power (W) System Power (W) Source Lumen (Lm) 
(CRI>80, 3000K)

System Lumen (Lm) / Beam Angle  
(CRI>80, 3000K)

Narrow  
(26°/28°)

Medium  
(35°/37°)

Wide 
(63°/64°)

DS-A127-J 17 20 2230 1788 1821 1791

DS-A127-K 25 30 3226 2559 2566 2469

CRI CCT Material LED Lifetime Colour Voltage Dimming

>80/>90 3000K/4000K Aluminium L80B50 (14K) 56,000 hrs BK / WH 220-240V Available on request
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Photometrics  
(standard beam angles, alternative available on request)

Medium (28°) at 30W Medium (37°) at 30W

Wide (64°) at 30W

Accessories  
(available on request)

Reflectors available in different colours


