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Kuboi d 160 |

24 W| medi um 30° |

Techni cal Specifications

Source lamp

Total wattage

Voltage

Control

Luminous flux (*Source flux)

Luminous efficacy

LED24W

27

220-240 Vac - 50/60 Hz

On/0Off « dimmable on request

23331m (2700 Im*) @ 3000 K

871m/W @ 3000 K

McADAM steps 3

Beam medium 30°

CRI >30

Life time L 70>50.000h Ta 25°C
L 70>50.000 h Ta 40°C

IP rating 67

IK rating 8

Insulation class |

Material s

Body Die-cast aluminium EN47100

Diffuser Serigraphed transparent glass

Finishing Black - Polyester powder paint

Proj ectors Cod: KBB8OPROVHB10G
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The information presented in this document is for information purposes only and does not constitute any
obligation on our part. We reserved the right to make technical and design changes at any time and without notice.



[LND]

E (I ux) Phot onetry
H(m) lux (3000 K) @(m) Angoli Gamma 180 120
1.00 6344 0.55
105 500 105
2.00 1586 1.09
90 90
3.00 705 1.64
4.00 397 2.19 ® *
5.00 254 2.74 - -
45 45
cd/kim
30 15 0 15 30
Avai | abl e accessori es
0404M010 Single connection IP68
00AKB60-80 Steel fixing kit - spike
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